
1.0 PAINT APPENDIX 

1.1 Amazon Environmental, Inc 
 
Amazon Select  Interior Latex Drywall Primer may be used as a first coat for 
new plaster, drywall, concrete, acoustical tile, patching compounds and other 
wallboards.  It is not recommended for priming new wood or where water 
damage is a problem. 
 
Characteristic Specification Testing Method 
Viscosity 90-100 K.U ASTM D562 
Dry Time Dry to touch, 30 Minutes ASTM D1640, test by 

application 
Fineness of Grind Spec 3 or above ASTM D1210 Fineness of 

grind gauge 
Weight per gal 10.5-11.5 Ibs/gal ASTM D1475 
Alkalinity, pH 8.0 – 9.5 Test with pH meter 
Gloss at 60 degrees, Flat  0-5 ASTM 523 
Opacity 0.98 minimum ASTM D 2805 
Sag resistance Spec greater than 8 ASTM 440, Leneta Sag Meter 
% Solids by Volume 30 – 40%  
% Solids by Weight 40 – 50%  
Spread Rate 250-350 sq ft/gal  
VOC 100g-250gm/L  
Recommended wet film per coat: 4.3 mils 
Recommended dry film per coat: 1.5 mils 
 
Amazon Select  Interior/Exterior latex paint is for use on properly prepared 
wood, masonry, drywall or metal. 
Characteristic Specification Testing Method 
Viscosity 90-100 K.U ASTM D562 
Dry Time Dry to touch, 30 Minutes ASTM D1640, test by 

application 
Fineness of Grind Spec 3 or above ASTM D1210 Fineness of 

grind gauge 
Weight per gal 10.5-11.5 Ibs/gal ASTM D1475 
Alkalinity, pH 8.0 – 9.5 Test with pH meter 
Gloss at 60 degrees 
Flat  
Eggshell 

 
0-5 
15-25 

 
ASTM 523 

Opacity 0.98 minimum ASTM D 2805 
Sag resistance Spec greater than 8 ASTM 440, Leneta Sag Meter 
Scrubbability 
Flat 
Eggshell 

 
150 cycles or more 
200 cycles or more 

 
ASTM 2486 

% Solids by Volume 30 – 40%  
Spread Rate 250-350 sq ft/gal  
VOC 100g-250gm/L  
Recommended wet film per coat: 4.3 mils 
Recommended dry film per coat: 1.5 mils 



1.2 NU-Blend Paints, Inc 
 
NU-BLEND Paints, Inc manufactures a reblended latex paint in a variety of 
finishes and colors for interior and exterior applications.  NU-Blend Paints, Inc., is 
a non-profit 501(c) 3 organization.  NU-Blend does not produce a color chart.  If a 
particular color is required, send details to NU-Blend and they will determine if 
they can produce the required color.  No testing data was available. 

1.3 Kelly-Moore Paint Company 
 
The Kelly-Moore Paint Company produces E-Coat® Recycled Paint products. 
E-Coat® recycled paint is made with a minimum of 50% post-consumer recycled 
paint.  It is completely re-manufactured to assure consistent performance. In this 
process, designated paint for recycling is sorted and tested. It is then filtered, 
mixed and adjusted for quality. New ingredients are often added to batches of E-
Coat® to assure consistent performance, coverage and color consistency. E-
Coat® paint is also processed to assure good adhesion, abrasion resistance and 
durability.  E-Coat® paints can be used on primed or previously painted drywall, 
wood and masonry surfaces. 

2.0 Discussion 
 
Both current NASA Division 09 specifications, 09915 Painting and 09920 
Architectural Painting stipulate that three different product lines meet the required 
performance standards.  No details of the performance criteria are stated within 
the specification.  The three product manufacturers are Pittsburgh Paints, 
Sherwin Williams and Glidden.  See separate spreadsheet for: 
• Pittsburgh, Sherwin Williams, Coronado and Dulux paint original product 

requirements, latest equivalents and pricing details. 
• Cost comparison for Recycled Vs Non-recycled paints for Primer, Latex Flat, 

and Semi-gloss. 
 
Within the 45th Space Wing Facilities Excellence Plan for Cape Canaveral Air 
Force Station, Design Standards, Exterior Standards stipulates the following; 
 
 “ All exterior surfaces requiring paint should be painted to match the adjacent 
stucco, concrete block, or other pre-finished material.  The majority of paint at the 
Cape shall match Pittsburgh Paint Diamond Mine #417-1exterior field color”.  
Five other Pittsburgh Paints Colors are referenced for use.  No interior paint 
colors are recommended. 
 
From the documentation/data from the recycled paint companies Amazon 
Environmental, Inc paint brand indicates a testing and quality assurance/control 
program ensuring consistency of product, but is limited in the number of in stock 
colors available.  Delivery prices are quoted on request.  Amazon Environmental, 
Inc’s nearest stocking locations are Rosevilla, Minnesota and Golden, Colorado.  



 
Shipping costs may make the product cost prohibitive against purchasing non-
recycled paint from local suppliers.  Depending on the quantity of recycled paint 
being purchased, the cheaper unit cost, plus shipping costs may balance the 
expenditure against non- recycled paint.   


